
2. Concrete: All conventional concrete should have $f_c = 4500$ psi, and UHPC should have $f_c = 22$ksi.

3. Reinforcing steel: All reinforcing steel should be A706 Grade 60 ksi. Bending dimensions are from out to out of the bars.
2 Plate 1” thickness

1 Plate 1” thickness

4 Plate 2” thickness

4 Swift lifting, 8 ton

2 Steel Pipe

4 #3-Spiral

4 1" Dia. PVC Duct

4 3/4”-10 High Strength Threaded rod

Project: Pier systems W/ Pocket Connection PT/UHPC

University of Nevada, Reno

Material Details

Designed and Drawn by: A. Mohebbi

Scale: As Shown

Sheet No: 10

Sheet Size: Letter

Date: Feb. 04, 2018
<table>
<thead>
<tr>
<th>Instrumentation</th>
<th>Type</th>
<th>Quantity</th>
<th>Channels</th>
</tr>
</thead>
<tbody>
<tr>
<td>String Pot</td>
<td>UniMeasure</td>
<td>3</td>
<td>3</td>
</tr>
<tr>
<td>Accelerometer</td>
<td>Triax MEM</td>
<td>4</td>
<td>8</td>
</tr>
<tr>
<td>Potentiometer</td>
<td>Novotechnik</td>
<td>10</td>
<td>10</td>
</tr>
<tr>
<td>Long. Rebar's Strain Gauges</td>
<td>YFLA-2-5L</td>
<td>48</td>
<td>48</td>
</tr>
<tr>
<td>Trans. Rebar's Strain Gauges</td>
<td>YFLA-2-5L</td>
<td>12</td>
<td>12</td>
</tr>
<tr>
<td>Footing Strain Gauges</td>
<td>YFLA-2-5L</td>
<td>4</td>
<td>4</td>
</tr>
<tr>
<td>Pipe Strain Gauges</td>
<td>YFLA-2-5L</td>
<td>8</td>
<td>24</td>
</tr>
<tr>
<td>Load Cell in the Link</td>
<td></td>
<td>1</td>
<td>1</td>
</tr>
<tr>
<td>TOTAL</td>
<td>Strain Gauges</td>
<td>80</td>
<td>110</td>
</tr>
</tbody>
</table>